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5.4 WIRE COLORS TO CONFORM TO NEMA ‘ ° TOP VIEW
5.3 WIRE TO CONFORM TO ANSI/UL 493; CSA 22.2 No. 75 a8
5.2 WIRE TO BE CODED 18 AWG, TYPE MTW/TFT U.L. STYLE (1020/1015); MOUNTING PATTERN
CSA STYLE TEW (VW-1) W/ INSULATION RATED AT 105°C @ 600V FRONT VIEW
5.1 RATED: PRI. 120VAC @ 60HZ / SEC. 24V=1V 40VA - SINGLE PHASE — 1SO VIEW
5.0 ELECTRICAL SPECIFICATIONS
3.5 INTEGRAL STRAIN RELIEF AND PROTECTION FROM WIRE CHAFFING S
3.4 LIVE CONTACTS TO MEET REQUIRED CLEARENCES
TO DEAD METAL PARTS AT RATED VOLTAGES
3.3 INSULATION CLASS Il THERMOPLASTIC 155°C
3.2.3 INSULATED TAB CONNECTOR TO ACCEPT 18 AWG STRANDED WIRE C _
WITH .136" MAXIMUM DIAMETER INSULATION.
3.2.2 INSULATION MATERIAL: TRANSLUCENT RED NYLON TYPE 6/6.
3.2.1.1 TAB SIZE (FIGURE 1): .031 X .250 FEMALE, REFERENCE. o
3.2.1 TAB MATERIAL: TINNED BRASS
3.2 INSULATED TAB CONNECTORS _‘| B |V_
3.1 ENCLOSED WINDING PARTS LIST
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TRANSFORMER 24V CLASS 2 TOLERANCE. INGHES: - Input: 120V, Output:24V
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