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SCHEMATIC

BUILT TO RoHS COMPLIANCE
LABEL PART NUMBER, REVISION AND DATE CODE

METAL STRAPS (X2) 7
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8
5  VARNISH AND OVEN CURE PART

WRAP TAPE AROUND CORES
ON E-CORES WITH APPROPRIATE INSULATION MATERIALS
WIND PRE FORMED FLAT COPPER FOIL

4  CONSTRUCTION:

WEIGHT: APPROX. 115 LBS
RECOMMENDED OPERATING FREQUENCY: 60Hz TO 500kHz
RECOMMENDED AMBIENT OPERATING TEMP: -40°C TO 105°C

HI-POT TEST FROM WINDING TO CORE 1000VDC @ 2mA, 1 MIN

RATED CURRENT: 1018 AMPS, APPROPRIATE AIR FLOW REQUIRED
DCR = 3.5 MILLI-OHMS MAX

INDUCTANCE = 100uH TYP, MEASURED AT 1 KHz, 250mV, ZERO DC BIAS
3  SPECIFICATIONS @ 25°C:

OUTER WRAP: 3M GLASS TAPE OR EQUAL
2  CORE: COMPACTED POWDERED CORE

1 MATERIAL: UL RECOGNIZED

DIM. WITHOUT ANY TOLERANCE. THIS DIM. CAN VARY A LITTLE FROM PART TO PART.
"TYP" IN DIMENSIONAL TOLERANCES REFERS TO A NON-CRITICAL TYPICAL (AVERAGE)

NOTES: UNLESS OTHERWISE SPECIFIED READ, FROM BOTTOM UP.
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UNLESS OTHERWISE SPECIFIED

SIGN DATE ORANGE, CA 92865
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100 uH, 1018 Amps
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