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POSITION LEADS AS REQUIRED C
REMOVE WIRE INSULATION AND TIN 4 X 4
WIND COILS EVENLY SPACED v
5  CONSTRUCTION: D —=|l—=—o SIDE VIEW
FRONT VIEW —_—
4 WEIGHT:4.5 GRAMS 1 2
HI-POT WINDING-TO-CORE 1250 VAC, 10 SEC
INTERWINDING CAPACITANCE: 30 pF
DCR=200 MILLI-OHMS MAX
|Z| @ SFR = 9.6 k-OHM
SRF = 2MHz TYPICAL MOUNTING HOLES PATTERN
MAX TEMP. RISE @ DC 1 AMP, LESS THAN 50°C WITH NO AIRFLOW (VERTICAL)
INDUCTANCE @ 0 AMP = 220 uH +/- 15%
TEST FREQUENCY 10 KHz TEST VOLTAGE: 250 mV
INDUCTOR RATED MAX. CURRENT=1 AMP RMS; FREQUENCY: 10 kHz
OPERATING TEMPERATURE RANGE: -40°C TO 85°C
SPECIFICATIONS @ 25°C:
3 @ PARTS LIST
AUTOCAD X . . . .
WIRE: UL RECOGNIZED 155°C RATED MAGNET WIRE SOLIDWORKS coiLws com, INc | SWS Coil Winding Specialist.
UNLESS OTHERWISE SPECIFIED SIGN oATE | Www.coilws.com 353 WEST GROVE
2  CORE: IRON POWDERED CORE OVESIONNG 2D - — ORANGE, CA 92865
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RATING UL-CLASS ( 155°C ) REQUIRED AL ONEISONS AR N WOHS (G102 Power Inductor
1 MATERIAL: UL RECOGNIZED TOLERANCE INGHES: 220 uH, T Amp Vertical
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