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STRIP AND TIN LEADS (NO INSULATION IS ALLOWED BELOW THE BASE LEVEL.)

WEIGHT = ~712 GRAMS

OPERATING TEMP RANGE = -40°C TO 125°C
MAX TEMP RISE = 40°C WITH FORCED AIRFLOW.
INTERWINDING ISOLATION = 2000 VOLTS RMS. (E)
DCR ON EACH WINDING = 20 mQ MAX

SRF ~ 70 KHz TYP

RATED VOLTAGE = 1000 VAC OR VDC

RATED CURRENT = 15 AMPS

LEAKAGE INDUCTANCE = 41 uH TYP @ 10KHz, 0.25 Vrms.
INTERWINDING CAPACITANCE = 91 pF TYP @ SRF

IMPEDANCE = 24 k2 NOM @ SRF
L =52 mH MIN @ 10KHz, 0.25 Vrms, 0 ADC

SPECIFICATIONS AT 25°C:
WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE

CWS BYTEMARK OR OTHER APPROVED PART
CORE: NANOCRYSTALLINE OR AMORPHOUS CORE
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SIDE VIEW SCHEMATIC 500 312

1000 1.40

BUILT TO RoHS COMPLIANCE 3000 015
LABEL PART NUMBER AT THE BOTTOM OF THE BASE. 5000 4.28

Recommended Pin Holes 7000

APPLY EPOXY ON THE LEADS BETWEEN COIL AND BASE. @0.11 [2.79] (x 8) 8 1.52
10000 0.81

FOOT PRINT FOR PCB LAYOUT
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