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SCHEMATIC
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7  BUILT TO RoHS COMPLIANCE AND LEAD FREE
AN N
REVISION AND DATE CODE [ \w
b PLACE LABEL ON GLASS TAPE SHOWING PART NUMBER, 4 O
FLUSH WITH THE COIL EDGE ﬂ w\ « DC BIAS TABLE
@ REMOVE INSULATION AND TIN LEADS APPROX. 1 INCH 5 DC.BIAS [L @ 1kHz
C
WIND COILS EVENLY SPACED AMP (REF)
4  CONSTRUCTION: D—=1r= w OA 82 uH
FRONT VIEW SIDE VIEW 10A 79 uH
HI-POT TEST COIL TO CORE = 500VDC. I - 20A 70 uH
CURRENT RATING = 25 AMPS, 44°C TEMP. RISE WITH SOME AIRFLOW
INTERWINDING CAPACITANCE = 13pF TYPICAL @ SRF wn.owmw& , 25A 65 uH
|Z| = 12.5 kQ TYP @ SRF : X
SRF = 6 MHz TYP
DCR = 10 mQ MAX
INDUCTOR DC BIAS: SEE TABLE ON THE RIGHT
L = 75uH +15% @1kHz, 250mV
3 SPECIFICATIONS @ 25°C:
OUTER WRAP: 3M #79 GLASS CLOTH TAPE OR EQUIVALENT MOUNTING HOLES PATTERN
WIRE: UL RECOGNIZED 200°C RATTING MAGNET WIRE
SUPPLIER: CWS BYTEMARK (www.cwsbytemark.com) _ A_U%__”u_,__mq MFG. P/N _ DESCRIPTION _ﬂ__w\_
@ CORE: COATED TOROIDAL POWDERED PARTS LIST :
AUTOCAD X . .. ..
RATING CLASS N (200°C) REQUIRED SOLIDWORKS saLEs@coiLws.com| CWS Coil Winding Specialist.
l_ 7>>._|mm_>r C_I mmOOQZ_NmU UNLESS OTHERWISE SPECIFIED SIGN DATE <<<<<<.00:<<m.003 Wwwzﬁmm%ﬁmm,“mm
DIMENSIONING AND DRAWN TTLE:
e e o e L |32 |7 Toroidal Power Inductor
ALL DIMENSIONS ARE IN INCHES
DIM. WITHOUT ANY TOLERANCE. THIS DIM. CAN VARY A LITTLE FROM PART TO PART. AND [MILIMETERS]. WD | 3/24017 75.0 UH, 25 Amps, Vertical
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