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7 BUILD TO RoHS COMPLIANCE AND LEAD FREE. SCHEMATIC FRONT VIEW c Aw_bwv 1.0 KHz
USING A PERMANENT MARKING METHOD +
MARK PART NUMBER AND REVISION, IF APPLICABLE c _ 0 >7uH
@ WRAP INDUCTOR WITH 3M # 79 OR EQUAL DXE —=|—=—
A 10 26uH
(.E. COIL MUST REST FLAT ON PCB). LEADS MUST BE TANGENT TO THE CORE
@ REMOVE INSULATION AND TIN LEADS 0.50 INCH, FLUSH WITH THE COIL EDGE, AS SHOWN 20 26uH
WIND COILS EVENLY SPACED AROUND THE CORE 30 25uH
4 CONSTRUCTION: X - o
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THESE SPECIFICATIONS ARE BASED ON LOW RIPPLE CURRENT BOTTOM VIEW - ~
WEIGHT: 227 GRAMS TYPICAL EE— \ 40 24uH
INTERWINDING CAPACITANCE = 8.44pF TYP @ SRF 1 2 45 23uH
SRF = 10MHz TYPICAL
|Z| = 3.67 KILO-OHMS TYP @ SRF \ /
RECOMMENDED AMBIENT OPERATING TEMP: -40°C TO 125°C N /
HI-POT TEST FOR WINDING TO CORE ISOLATION = 1250 VDC 10 SEC —_
mmwmmuw _”\_JH__.__,_W _._ _,\_Mm _,w_/w\_vwm_ 40°C TEMP. RISE WITH SOME AIR FLOW MOUNTING HOLES PATTERN
INDUCTOR DC BIAS: SEE TABLE ON THE RIGHT
INDUCTANCE =26uH+15% @ 0 AMP DC BIAS, 1.0 KHz, 300mV i | MFe. PN _ DESCRIPTION oM
3  SPECIFICATIONS @ 25°C : PARTS LIST
WIRE: UL RECOGNIZED 200°C RATED MAGNET WIRE SSioworc 1\ comLws com. INc | CWS Coil Winding Specialist.
b CORE: POWDERED TOROIDAL CORE, CWS BYTEMARK OR OTHER APPROVED PART NE o o Son e | www.coilws.com | 353 W Grove pve
DIMENSIONING AND —
1 MATERIAL: UL RECOGNIZED 94V-0 FOR FLAMMABILITY,RATING CLASS (200°C MIN.) REQUIRED ToLERANCE e ANsi viasw | DN L0 a017] TILE:
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ANY TOLERANCE. THIS DIM. CAN VARY A LITTLE FROM PART TO PART. LN o, mz% 26 UH, 45 Amps, Horizontal
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NOTES: UNLESS OTHERWISE STATED, READ NOTES FROM BOTTOM UP. .xxmuﬂnws._ﬁ“”m @%»ﬁs MR L |10/04/2017 B HF467—260M—45AH C
CAGE CODE: 5DME2 DO NOT SCALE DRAWING SCAE 2=1 _ SHEET 1 OF 1

EP FORM0005 REV 3 10/01 CAD—FILE:



