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F @ @ @ @ DIMENSIONS AND TOLERANCE
mm inch
2 D |128.25 (TYP)| 5.05 (TYP)
,m.OIm\S\:-\O F 12.65 (TYP) [ 0.50 (TYP)
SEVALT D H | 7850 MAX)[3.10 (MAX)
48AWG CABLE L |82.30 (MAX) | 3.24 (MAX)
x2) W1 | 66.10 (MAX)|2.60 (MAX)
w2 | 20.30 (MAX) | 0.80 (MAX)
1 2 2 1 p | 25.40 (REF) [ 1.00 (REF)
INPUT FILTER.
9  APPLICATION: OUTPUT CHOKE, HIGH CURRENT INDUCTOR, N o RTV
8 BUILT TO RoHS COMPLIANCE A @ DC BIAS TABLE
.
B LABEL PART NUMBER AND REVISION WHERE SHOWN ww H T = DC-BIAS |L @ 1KHz
_\ % AMP (REF)

6 VARNISH PART AND CURE \\

STRIP AND TIN LEAD WIRES | | 0 620uH

b APPLY EPOXY AND RTV SILICONE WHERE SHOWN. 9 1 10 526uH

WRAP TAPE AROUND CORES Epox 20 382uH

WIND PRE FORMED FLAT COPFER SHEETS o e 30 | 2%8uH
|———————— —_—

4  CONSTRUCTION: L 40 198uH
WEIGHT: 1022 GRAMS TYP BACK VIEW 50 165uH
RECOMMENDED OPERATING TEMP: -40°C TO 105°C I
HI-POT TEST FROM WINDING TO CORE 1000VDC @ 2mA, 1 MIN
INTERWINDING CAPACITANCE = 26pF TYP @ SRF
|Z| = 133 KILO-OHMS TYP @ SRF D Wi
SRF = 1.28MHz TYP We
RATED CURRENT: 50 AMPS
DCR = 30 MILLI-OHMS MAX.

INDUCTOR DC BIAS TABLE: SEE TABLE ON THE RIGHT. \
L = 620uH TYP MEASURED @ 1 KHz, 0.25V, ZERO DC BIAS

3 SPECIFICATIONS @ 25°C: SARTS ST
VARNISH TOP VIEW AUTOGAD X —— —
SILICONE DOW CORNING OR EQUAL - mo:oSomxm_ www.coilws.com Coil Winding Specialist, Inc.
OUTER WRAP: 3M GLASS TAPE OR EQUAL UNLESS OTHERWSE SPECIFIED SIoN pare | sales@coilws.com ORANGE aVE gotes

@ CORE: COMPACTED POWDERED CORE ot Rk st viesu TN aoz0| TIE )
. ALL DIMENSIONS ARE IN INCHES I_Qj OCq.q.mj._. _DQCO._.Oq.
1 MATERIAL: UL RECOGNIZED AND [MILIMETERS]. oy |01/29/2020
RS R — 620 uH. 50 Amps
NOTES: UNLESS OTHERWISE SPECIFIED READ, FROM BOTTOM UP. o e, 129/ 200 REV
odcsst ok R Jovyas/om| B |LSBOE41—621M—50AV| A
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